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DecFill® SA-150

Plunger Rod Assembly
Machine

•	•	 Servo drives provide high precisionServo drives provide high precision

•	•	 Controlled Plunger Rod insertion reducing movementControlled Plunger Rod insertion reducing movement

•	•	 Torque feedback allowing for automatic adjustment of insertionTorque feedback allowing for automatic adjustment of insertion

•	•	 Automatic rejection of non-conforming containersAutomatic rejection of non-conforming containers

•	•	 Can be used as stand alone machine or integrated in a processing lineCan be used as stand alone machine or integrated in a processing line

Plunger rod assembly machine combines high speed plunger rod insertion, Plunger rod assembly machine combines high speed plunger rod insertion, 
backstop assembly and labeling of syringesbackstop assembly and labeling of syringes

Technical Data DecFill® SA-150

Output up to 150 containers/min

Container Size Range Ø 8 - 30mm, H 50 - 150mm

Label Dimensions (WxL) 15 - 80mm / 20 - 120mm

Electrical Supply 3 X 208V , 50/60Hz
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Plunger rod insertion, backstop assembly and labeling Plunger rod insertion, backstop assembly and labeling 
machinemachine

DecFill® SA-150 is a rotary style assembly and labeling DecFill® SA-150 is a rotary style assembly and labeling 
machine that processes a wide variety of syringes, machine that processes a wide variety of syringes, 
plunger rods and backstops. The servo controlled plunger rods and backstops. The servo controlled 
main drive and rotation motion of the syringe produce main drive and rotation motion of the syringe produce 
precise and constant monitored torque. Plunger precise and constant monitored torque. Plunger 
rod insertion is mechanically controlled offering a rod insertion is mechanically controlled offering a 
repeatable motion. Additional features include a fully repeatable motion. Additional features include a fully 
integrated vision system for verification of component integrated vision system for verification of component 
assembly and imprint placement.assembly and imprint placement.
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