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DecFill® EW-300

External Washing Machine

Technical Data DecFill® EW-300

Output up to 400 containers/min

Container Size Range Ø 95mm, H 180mm

Electrical Supply 3 X 208V, 50/60Hz

External washing machine is designed for external cleaning of ampoules, External washing machine is designed for external cleaning of ampoules, 
vials & bottlesvials & bottles

•	•	 Specific needles for ideal results and energy efficiencySpecific needles for ideal results and energy efficiency

•	•	 Flexible design allows for customized cleaning cyclesFlexible design allows for customized cleaning cycles

•	•	 Adjustable blow drying parametersAdjustable blow drying parameters

•	•	 Piping system to ensure complete drainage of cleaning mediaPiping system to ensure complete drainage of cleaning media

•	•	 Quick and easy size changeoversQuick and easy size changeovers

•	•	 Cost-effective WFI recycling unit (optional)Cost-effective WFI recycling unit (optional)
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External cleaning of ampoules, vials & bottlesExternal cleaning of ampoules, vials & bottles

DecFill® EW-300 is a fully automatic DecFill® EW-300 is a fully automatic 
continuous external washing machine. continuous external washing machine. 
Containers are washed externally at Containers are washed externally at 
several cleaning stations along the first two several cleaning stations along the first two 
main transport wheels. A drying station main transport wheels. A drying station 
aligned along the third transport wheel aligned along the third transport wheel 
blow dries containers with sterile hot air blow dries containers with sterile hot air 
before discharging containers into a tray or before discharging containers into a tray or 
downstream machine. Optional Recycling downstream machine. Optional Recycling 
Station DecFill® WR provides cost efficient Station DecFill® WR provides cost efficient 
media reuse throughout the cleaning media reuse throughout the cleaning 
process.process.
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